




Powerful 4kW output for 36 nautical miles
observations
The 60cm (2ft) radome scanner provides from 0.125 to 36 nauti-
cal miles of observation with the powerful 4kW of magnetron. The
scanner antenna rotates up to 48 times in a minute. This allows
an efficient screen renewal for fast moving vessels.

High-contrast 5.7" LCD display
The compact 5.7" display is convenient for pleasure boats or fast
moving vessels, where space is at a premium. Set it on dashboard
or hang it under the roof. Its QVGA (320×240 pixels) display clearly
shows the radar echoes in 4 shades. The negative display setting
lights up objects in white during night time operation.  

Rugged construction and easy installation
The display unit is shielded tight to be water resistant equivalent to
JIS 4 (except cables). The radome cover is made of AES resin for
durability and is lightweight. It withstand the severe environment for
many years. The system cables allow easy and flexible installation.

4 types of operating modes
The true motion* mode provides easy recognition of your vessel
action. It fixes the surroundings and moves your position on the
screen according to your real movement. Also North-up, Course-
up and Heading-up are available. 
* True motion requires additional bearing and position data.

2 EBL's and 2 VRM's
By having 2 EBL’s (Electronic Bearing Lines) and 2 VRM’s (Variable
Range Markers), this allows tracking of 2 targets simultaneously.
Further more, advanced measuring such as the distance and
bearing between 2 targets, relative speed and course of a target,
and distance and course from a waypoint are available. 

Waypoint indication
When connected to a GPS or other navigation system, which
have NMEA 0183, N+1, AUX data format outputs, the waypoint
indication is shown on the screen (with ship’s position in Lon/Lat and
distance to the point). 

EPA and MOB
The EPA* (Electrical Plotting Aid) allows you to plot 10 targets and
forecast the courses with these vectors on the screen. The CPA
(Closest Point Approach) and TCPA (Time to Closest Point Approach)
alarm gives the audible warning when the targets come close to
you. In addition, the MOB* (Man Overboard) point keeps the posi-
tion on the screen if a crew member falls overboard. 
* EPA and MOB requires additional bearing and position data.

Power save function and standby mode
For saving battery consumption, the power save function sus-
pends the transmission 1 to 30 minutes. In that time, the display
are turned off. And standby mode setting stops the transmission
and shows the navigation data on
the display.

And more features
• Automatic tuning and automatic

GAIN
• Rain clutter and automatic sea

clutter
• Switchable pulse-width to detect a

small target
• Off-center function allows you to

shift the desired direction, useful
for watching bow direction or
coastline

• Alarm zone setting emits a beep sound when an other ship or
island comes into the range or out of the range

• Interference Reduction decreases the interference from other
ships

• Zoom function expands the targets two times to detect a small
target

• NMEA 0183 format output to connect a video plotter or computer
• Stretch function enlarges the echo images 
• Menu languages are selectable from English, Spanish, Por-

tuguese, Chinese, and Korean as your preference

● Scanner Unit

10 targets can be plotted on 
the screen and follows the 
motion of the other ships.

EPA functionEPA function

10 targets can be plotted on 
the screen and follows the 
motion of the other ships.

Navigation screenNavigation screen

Navigation data is indicated 
on the screen when the 
standby mode is set.

Negative display

During night time operation, 
negative display settings 
light up the objects in white.

Adjusting screen

Changing the settings can be 
made quickly and easily. TUNE, 
GAIN and SEA are adjustable 
automatically or manually.  



• Minimum range : 25m (when measurement range is 1⁄8 NM)
• Maximum range : 36NM 
• Measurement range/fixed rings : 

• Preheat time : 90sec.
• Connection length between : 10m(standard), 20m(option), 30m(option)

display and scanner

• Display type : 5.7″ monochrome LCD
• Pixels : 240×320
• Power supply requirement : 10.2–42V DC (negative ground)
• Power consumption (approx.) : 47W
• Operatable temp. range : –15˚C to +60˚C; +5˚F to +140˚F
• Unit of distance : NM (nautical mile), km
• Dimensions : 186 (W)×203 (H)×103 (D) mm 

(projections not included) 7 5⁄16 (W)×8 (H)×4 1⁄16 (D) in
• Weight (approx.) : 2kg; 4lb 6.5oz
• Input data format : NMEA 0183 (ver. 2.0), N+1, AUX 
• Output data format : NMEA 0183 (ver. 2.0)

• Type : 2ft slotted wave-guided array in radome
• Rotation speed : 24–48rpm typ.
• Beamwidth : Horizontal beam 4˚ typ.

Vertical beam 22˚ typ.
• Sidelobe : –18dB typ.
• Polarization : Horizontal
• Dimensions (radome) : 607(d)×243(H) mm 

(projections not included) 23 29⁄32(d)×9 9⁄16(H) in
• Weight (approx.) : 9kg; 19lb13oz
• Operating temperature range : –25˚C to +70˚C; –13˚F to +158˚F
• Frequency : 9410MHz ±30MHz
• Peak output power : 4kW
• Pulse-width/Reception rate : 80nsec./2880Hz, 80nsec./2160Hz, 250nsec./2160Hz,

350nsec./2160Hz, 900nsec./720Hz
• Modulator : FET switching
• Mixer and local oscillator : Microwave integrated circuit
• Intermediate frequency : 60MHz 
• IF passband width : 10MHz, 3MHz
• Tuning : Auto or manual
• Transmit/receive switching : Circulator
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LCD MARINE RADAR 

GENERAL

DISPLAY UNIT

SPECIFICATIONS

OPTIONS

SCANNER UNIT

DIMENSIONS

All stated specifications are subject to change without notice or obligation.

OPC-1077 SYSTEM CABLE
Allows you 20m (65.6ft) separate instal-
lation between the display unit and the
scanner unit.

OPC-1078 SYSTEM CABLE
Allows you 30m (98.4ft) separate instal-
lation between the display unit and the
scanner unit.
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Ship’s bow direction Ship’s bow direction

The stand can also be attached to the top of the unit.

*Projections not included
Range (NM) 1⁄8 1⁄4 1⁄2 3⁄4 1 1.5 2 3 4 6 8 12 16 24 32 36

Ring (NM) 1⁄16 1⁄8 1⁄8 1⁄4 1⁄4 1⁄2 1⁄2 1 1 2 2 4 4 8 8 12

* The screens use image photos in this catalog.
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